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Fuse G108 AC 1000 V 

DRAFT Fuse G108 AC 1000 V

Fuse link for protection of general application, mainly for cable and line protection 

G108 

IEC 60269-1 
IEC 60269-2 

1000V AC 

2A – 6A 

gG 

30kA @1100V AC 

Ø10x85mm Cylindrical 
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Electrical Data / Dimensions / Deratings

Time-current characteristics 

G108/1/rev.1/12.11.2025

G108/2/rev.1/12.11.2025 
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Description 

Series Name 

Applicable Standards * 

Rated Voltage 

Rated Current 

Class 

Rated Breaking Capacity 

Dimensions 

* Recognition and Listing on specific FaulTrap Fuses can vary depending on configurations of terminals, ratings, adaptors, etc. For specific
Agency Approvals for a given catalogue number or for a customized FaulTrap fuse you can contact your FaulTrap Sales Representative or
contact FaulTrap directly. UL Recognition covers components which are incomplete or restricted in performance capabilities. These
components will later be used in complete end products or systems Listed by UL, they are not intended for separate installation in the field,
they are intended for use as components of complete equipment submitted for investigation to UL. 
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Deratings 

Electrical Data 

Dimensions (mm) 

DRAFT Fuse G108 AC 1000 V 

G108 

G108 

G108 

G108 

2 

3 

4 

6 

0,85 

1,1 

0,9 

1,35 

5 

20 

80 

195 

90 

360 

1 440 

3 510 

 
Note: derating factors can be used for routine applications. For unusual applications where multiple factors shall be considered, a more 
detailed study of thermal, high frequency and other superimposed effects may be required. Contact Faultrap srl for guidance. 
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Part-no.:
737.739.33 (2A) 
677.846.19 (3A)
311.354.04 (4A)
189.356.82 (6A) 

G 108/1/rev.1/12.11.2025 
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Note: Operating i2t at reduced voltage can be estimated by using the formula indicated in paragraph B.3 – Annex B of
IEC60269-1
Additional tested breaking capacity 30kA @1265V AC 

Ambient temperature
Cyclic Loading
Cooling air
High altitude
Enclosure
High Frequency
Power Loss 

Data_090
Data_020
Data_040
Data_050
Data_060
Data_070
Data_100 

Series Name Rated Current
[A] 

Power Loss @In
[W] 

Melting I2t
[A2S] 

 
Total clearing I2t

@Un
[A2S] 
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Time-current characteristics 

DRAFT Fuse G108 AC 1000 V 
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G 108/2/rev.1/12.11.2025 
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